
AdBlue Storage & Dispensing Tanks
AdBlue storage without limits

Carbery AdBlue Bunded tanks are designed for the safe, secure and responsible storage of AdBlue at 
agricultural, commercial, industrial and institutional premises. Every Carbery Blue Point uniquely combines the 
convenience of forecourt style AdBlue dispensing, with the assurance of supply, only on-site storage provides.

For complete peace of mind and reassurance, every Carbery Blue Point benefits from bunded (i.e. tank within a 
tank) construction, thereby ensuring compliance with even the most demanding Irish, UK and EU 
environmental requirements. And for ease of use, every Carbery Blue Point benefits too from a factory fitted 
AdBlue pump, delivery hose and automatic dispensing nozzle to ensure cleaner, safer fluid dispensing. 

Carbery Blue Points
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1350 Blue Point 2500 Blue Point 6000 Blue Point
Diameter
Height
Nominal Capacity
Actual Capacity

1,372mm
1,570mm

1,309litres
1,374litres

Diameter 
Height
Nominal Capacity
Actual Capacity

1,870mm
1,900mm

2,554litres
2,688litres

Diameter 
Height
Nominal Capacity
Actual Capacity

2,400mm
2,400mm

6,025litres
6,342litres

All Carbery Blue Point Models are supplied as standard with: 

• Lockable Cabinet;
• Suction Pipe c/w Strainer and Non-Return Valve
• PUMP 230v AC AdBlue Pump
• 6 meter Delivery Hose
• Automatic Nozzle 
• Digital Meter

Optional Extras:

• Apollo Wireless Contents Gauge;
• BMS-4-20ma BMS output;
• 6000 TMS Fuel Management System (only available on 

6000Ltr model)
• 10 meter Hose Reel (6000 Blue Point only)
• Offset Fill Point (6000 Blue Point only)
• Dry Break Connection

Diameter:                                  1,372mm
Height:                                       1,570mm
Capacity:                                    1,309 litres

Diameter:                                  1,870mm
Height:                                       1,900mm
Capacity:                                    2,554 litres

Diameter:                                  2,400mm
Height:                                       2,400mm
Capacity:                                   6,025 litres



Mobi Point Blue

Designed to be strapped securely to the back of almost any pickup truck, Carbery Mobi Point Blue Tanks can be 
used to transport AdBlue to plant and equipment on-site. This helps minimise downtime, maximise productivity 
and eliminates the requirement for drums, cans and barrels on-site.
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Go Anywhere AdBlue Tanks 

220 Mobi Point Blue 430 Mobi Point Blue
Capacity 
Length
Width
Height

235Ltr
1150mm

800mm
495mm

Capacity
Length
Width
Height

430Ltr
1150mm

800mm
785mm

Carbery Mobi Point Blue comes complete with:

• Manual Delivery Nozzle
• 4m Delivery Hose
• 12v DC 35LPM Pump
• 4m Coiled Power Cable with Crocodile Clips
• 2”BSP Threaded Fill Connection inc Vent 

Optional Extras:

• Digital Flow Meter 
• Contents Height Gauge (430 only) 
• 230v AC 35LPM Pump
• Automatic Nozzle

Digital Flow Meter

Dispensing Nozzle

Optional 230v AC 
AdBlue Pump

Length:                                                                                  1,150mm
Width:                                                                                   800mm
Height:                                                                                  495mm
Capacity:                                                                               235 litre

Length:                                                                                  1,150mm
Width:                                                                                   800mm 
Height:                                                                                  785mm
Capacity:                                                                               430 litre

220 litre 

430 litre 


